


Sophisticated Performance

The BAADER !900 ; from a Simplified Machine

@ Superior accuracy achieved when the live weigh deck runs directly on
stainless steel 50kg hermetically-sealed, waterproof Flintec load cell

@ Fewer ejector timing problems

® Sophisticated BAADER software provides extreme weighing accuracy
to produce the most accurate hatches possible

Tremendous Flexibility and Control

@ Sizing, minimum batching or target batching of fresh or frozen products
@ Single, double-sided or twin configurations

Weigh Deck Load Cell

® Complete control from your PC or the processing floor
@ PC Compatible with BAADER 1502 AccuFeed” or other integrated machines
@ Stores 100+ flexible windows-based production programs

Lower Cost of Ownership

® Production program changes "on the fly" - ' . ;
® Produces user-friendly, real-time production reports that convert to an DeSIgned Wlth E,mphaSIS and Reduced Downtlme
Excel format and/or connect to the company network systems on Sanitation S b b Gt e s
[ Quu.k.dlugnosm (.muly5|§ Fmd feedbac!( via on-line connection @ Al plastic belts are easily removed and replaced ® No part on the BAADER 1900 requires lubrication o greasing
-t ) ol i ociions o sty ® Framework is solid stainless steel angle construction ® No bearings to change or maintain
added to the unique modular design. ® Modular design allows for quick breakdown, easy @ Many major components, such as the modular direct-drive ejector
cleaning and quick reassembly assembly, are virfually maintenance-free and easy to change

@ Collection bins are constructed of USDA approved on the ﬂ.y (no mechanical linkage) . _
plastic with front and rear removable sides @ Long lasting Van Der Graaf Drum motors drive the ejector

conveyor belt (no gearboxes, chains, sprockets or motor covers)

@ The durable plastic belts are easy to change and tracking is
never an issue

@ Many common components are
accessible from local suppliers
(i.e. GSE 662 computer)

@ Ejector assemblies can be rebuilt

IIII Bnnn ER : ® Modular assemblies reduce the
need to stock individual components

Food Processing Machinery Durable Plastic Belt

Control Box . )
@ Open bed construction leaves no confined spaces

to be cleaned
® The weigh deck is removable for easy cleaning

Touchscreen

Control Panel




Custom Weighing and Data IIII“‘I ADER

Collection System Components

Baader 1502 AccuFeed

4 Labor Savings

4 Easy Installation and Maintenance

, 4 Time Saving Sanitation Backflush System

i 4 Automatically Controls Infeed Rate to Baader 1900

Baader 1573 InFeed Hopper f

(with controls)
¢ Feeds Baader 1502 AccuFeed

Baader 1902 Check
Weigh System

4 Easy Installation and Maintenance
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Call your Baader Representative today!

1-800-288-3434

email: sales@Baaderna.com
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